
 

 

Product Data Sheet 
Test Data 
Property ASTM Test Method Results Units 
Water Vapor Permeance (Method A) ASTM E96 14.9 perms 
Tensile Strength (MD) ASTM D882 1,400 psi 
Tensile Strength (XD) ASTM D882 984 psi 
Modulus of Elasticity (MD) ASTM D882 20,300 psi 
Modulus of Elasticity (XD) ASTM D882 10,000 psi 
Sealability Around Nails ASTM D1970 PASS N/A 
Breaking Strength (MD) ASTM D5034 24.9 lbf/in. 
Breaking Strength (XD) ASTM D5034 23.3 lbf/in. 
Accelerated Aging ICC-ES AC48 Sec 4.7 No Change, PASS N/A 
Cycling and Elongation @ -29°C ICC-ES AC48 Sec 4.6 No Change, PASS N/A 
Cold Temperature Flexibility @ 0°C ICC-ES AC48 Sec 3.3.4 No Change, PASS N/A 
Water Resistance: Hydrostatic Pressure AATCC TM127 PASS N/A 
Air Permeance @ 75 Pa ASTM E2178 0.000056 L/(Pa·s·m2) 
Flame Spread Index (FSI) ASTM E84 PASS CLASS A 
Smoke Developed Index (SDI) ASTM E84 PASS CLASS A 

Minimum Application Temperature -7 °C (20 °F) 
Service Temperature -40 °C to 82 °C (-40 °F to 179 °F) 

NFPA 285 Compliance PASS 

Testing Details 
ASTM E96 – Standard Test Methods for Water Vapor Transmission of Materials SHEET/BOARD (A&B) 
ASTM D882 – Tensile Strength Properties and Modulus of Elasticity 
ASTM D5034 – Standard Test Method for Breaking Strength and Elongation of Textile Fabrics (Grab Test or Modified 
Grab Test) – Standard Conditions) 
ICC-ES AC48 – Accelerated Aging (Section 3.1.2/4.7) 
ICC-ES AC48 – Cycling and Elongation Test @ -29 °C (Section 3.1.2/4.6) 
ICC-ES AC48 – Cold Mandrel Bend Test – two tests are required, one in each material direction (Section 3.3.4) 
AATCC TM127 – Water Resistance: Hydrostatic Pressure Test 
ASTM E84 – Standard Test Method for Surface Burning Characteristics of Building Materials 
ASTM E2178 – Standard Test Method for Determining Air Leakage Rate and Calculation of Air Permeance of Building 
Materials 
ASTM E2357 – Standard Test Method for Determining Air Leakage of Air Barrier Assemblies 
NFPA 285 - This standard provides a test method for determining the fire propagation characteristics of exterior wall 
assemblies and panels used as components of curtain wall assemblies that are constructed using combustible materials 
or that incorporate combustible components. 

1635 Shawsheen Street, Tewksbury, MA 01876 
Phone: 978.528.7985 
Website: www.middlesexbuildingproducts.com 
Email: info@middlesexbuildingproducts.com 


