
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

Test Name Required Results Color 

Coating Thickness – 

Coil Coating 
80% of readings ≥ 23 µm 

32 µm White 

29 µm Black 

Color Uniformity No Specific Deviation 
Group ΔEh = 0.06 White 

Group ΔEh = 0.10 Black 

Specular Gloss 45 ± 5 Gloss Units 
48 White 

43 Black 

Dry Film Hardness 
Grade F Lead – No Rupture 

of Film 
> Grade F N/A 

Film Adhesion 

≥ 4B (Dry) 5B Black 

≥ 4B (Wet) 5B Black 

≥ 4B (Boil) 5B Black 

Impact Resistance No Removal of Film No Removal of Film Black 

Abrasion Resistance 
Withstand 80L of Sand or 

Report Abrasion Coefficient 
Withstood 80L of Sand Black 

Chemical Resistance 

Muriatic Acid 

No Blistering or Visual 

Change 

No Adhesion Loss or 

Visual Change 
White 

No Adhesion Loss or 

Visual Change 
Black 

Chemical Resistance 

Mortar 

No Adhesion Loss or Visual 

Change 

No Adhesion Loss or 

Visual Change 
White 

No Adhesion Loss or 

Visual Change 
Black 

Chemical Resistance 

Nitric Acid 
Max ΔEh ≤ 5 

ΔEh = 0.32 White 

ΔEh = 0.24 Black 

Chemical Resistance 

Detergent 

No Adhesion Loss, Blisters or 

Visual Change 

No Adhesion Loss, Blisters 

or Visual Change 
White 

No Adhesion Loss, Blisters 

or Visual Change 
Black 

Chemical Resistance 

Window Cleaner 

No Adhesion Loss, Blisters or 

Visual Change 

No Adhesion Loss, Blisters 

or Visual Change 
White 

No Adhesion Loss, Blisters 

or Visual Change 
Black 

Information Technology Solutions 

FABRICATION 

MEGAPLATE is able to 

be fabricated in custom 

shapes with the use of 

CNC machines 

ensuring a high quality 

finished product. 

 

PAINT PROTECTION 

PVDF coatings are 

used to protect the 

aluminum skins from 

ultraviolet rays while 

maintaining an elegant 

decoration.   

 

WARRANTY 

All aluminum panels 

come with a 20 (twenty) 

year warranty on all 

finishes.  Material 

defects will be covered 

by a 5 (five) year 

warranty. 

 

FIRE-RESISTANCE 

MEGAPLATE is 

designed with a 

mineral-filled core 

designed to have the 

highest Class A rating 

for fire and smoke 

resistance. 

Contact Information 
Email: info@middlesexbuildingproducts.com 

Phone: (978) 528-7985 
Address: 1635 Shawsheen St, Tewksbury, MA 01876 

AAMA 2605 Testing 


