
 

 

PRODUCT DATA SHEET 
TEST NAME TEST STANDARD RESULT UNITS 

Maximum Use Temperature ASTM C411 1,200 °F 

Dimensions and Density – 1.5” ASTM C303 7.153 lbm/ft3 

Dimensions and Density – 4.0 ASTM C303 7.329 lbm/ft3 

Dimensions and Density – 6.0” ASTM C303 7.887 lbm/ft3 

Non-Fibrous Content ASTM C1335 14.4 % 

Compressive Properties – 1.5” ASTM C165 158.7 psf 

Compressive Displacement – 6.0” ASTM C165 649.4 psf 

Water Vapor Sorption (Volume) ASTM C1104 0.02 % 

Odor Emission ASTM C1304 PASS - 

Corrosiveness (Steel) ASTM C665 PASS - 

Stress Corrosion Performance for Use on 

Austenitic Stainless Steel 
ASTM C795 PASS - 

Rigidity – 1.5” ASTM C1101 0.2 in 

Rigidity – 6.0” ASTM C1101 0 in 

Fungi Resistance ASTM C1338 PASS - 

Vertical Tube Furnace ASTM E136 PASS - 

Desiccant Method ASTM E96 39.3 perms 

Thermal Conductivity – 30-Day Aged ASTM C518 4.3 hr.ft2.°F/Btu 

Thermal Conductivity – 90-Day Aged ASTM C518 4.3 hr.ft2.°F/Btu 

FIRE TESTING 
TEST NAME TEST STANDARD RESULT 

Flame Spread Index (FSI) ASTM E84 PASS – CLASS A 

Smoke Developed Index (SDI) ASTM E84 PASS – CLASS A 

Fire Assembly – Exterior Wall NFPA 285 PASS 

ACOUSTIC TESTING 
TEST NAME TEST STANDARD NRC RESULTS SAA RESULTS 

Sound Absorption – 1.5” ASTM C423 0.95 0.94 

Sound Absorption – 6.0” ASTM C423 0.95 0.96 
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ASTM C518-21: Standard Test Method for Steady-State Thermal Transmission Properties by Means of the 

Heat Flow Meter Apparatus  

ASTM E84-23b: Standard Test Method for Surface Burning Characteristics of Building Materials  

ASTM C1338 – 2019 (Reapproved 2022): Standard Test Method for Determining Fungi Resistance of 

Insulation Materials  

ASTM C423-23: Standard Test Method for Sound Absorption and Sound Absorption Coefficients by the 

Reverberation Room Method  

ASTM E795-23: Standard Practices for Mounting Test Specimens During Sound Absorption Tests  

ASTM D1622 – 2020: Standard Test Method for Apparent Density of Rigid Cellular Plastics  

ASTM C1149 – 2023: Standard Specification for Self-Supported Spray Applied Cellulosic Thermal 

Insulation  

ASTM C411-19: Standard Test Method for Hot-Surface Performance of High-Temperature Thermal 

Insulation  

ASTM C303-21: Standard Test Method for Dimensions and Density of Preformed Block and Board–Type 

Thermal Insulation  

ASTM C1335-12(2017): Standard Test Method for Measuring Non-Fibrous Content of Man-Made Rock 

and Slag Mineral Fiber Insulation  

ASTM C165-07(2017): Standard Test Method for Measuring Compressive Properties of Thermal Insulations  

ASTM C1104/C1104M-19: Standard Test Method for Determining the Water Vapor Sorption of Unfaced 

Mineral Fiber Insulation  

ASTM C1304-18: Standard Test Method for Assessing the Odor Emission of Thermal Insulation Materials  

ASTM C1101/C1101M-06(2017): Standard Test Methods for Classifying the Flexibility or Rigidity of Mineral 

Fiber Blanket and Board Insulation  

ASTM E136-22: Standard Test Method for Assessing Combustibility of Materials Using a Vertical Tube 

Furnace  

ASTM E96-00: Standard Test Methods for Water Vapor Transmission of Materials 
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TEST DETAILS 


